
CT58S

• Octa-core 2.0GHz CPU
• Android 12 GMS
• 5000mAh large capacity battery
• Large 5.5-inch full display, high sensitivity

and ultra-brightness
• Optional standard or without 2D imager
• Optional protective-case, single-slot cradle 

and gungrip

Enterprise Mobile Computer 



CT58S Enterprise Mobile Computer
Specification
Processor

Octa-core 2.0 GHz

O.S.

Android 12

Memory

RAM: 4GB ROM: 64GB
Micro SD card, Up to 256 GB

Display

5.5-inch touch screen 
(720×1440)

Touch Screen

Supports multi-touch 
operations with gloves, 
wet fingers and 
Capacitive Stylus

Dimensions

Size: 156.9*72.3*16.9mm
Weight: 266g

Scanning

Professional scan 
engine
Supports standard 
1D/2D barcodes

Voice

1.5W speaker;
Microphone (noise 
cancellation);
Receiver

Battery

3.85V，
5000mAh
removable

Front 5MP
Rear 13MP Autofocus
Flash  

Camera

Buttons

Power button
Volume +/- button
Scan button*2

Card slot

Single slot, Nano-SIM x 1
(Either Micro SD x 1 up to 
256GB),
eSIM x 1(optional)

Communication

4G, 3G, 2G
BT5.0 + BR/EDR + BLE
2.4G/5G dual band,
IEEE 
802.11a/b/g/n/ac/d/h/i/k/r/v/w
Fast roaming: PMKID caching;
Cisco CCKM 802.11r (Over-The-
Air); OKC

Positioning

GPS, A-GPS, BEIDOU
GLONASS, Galileo

Protection

IP67 dustprof and 
waterproof 
1.5-meter drop 
resistance

Environment

Operating temperature: -20 ～ +60℃
Storage temperature: -40 ～ +70℃
Humidity:5%RH～95%RH (non-
condensing)
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